


What days and hours would the facility operate? 

At what rate would wastes be accepted? 

How would wastes be managed? 

E. Pollution Control Methods

What s  the facility use for containing wastes and odors, and
monitoring for releases?

What methods  the facility use or require for preventing litter or spills, and for 
cleanup of litter and spills? 
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Waste acceptance hours: 7 am - 4 pm Mon - Fri; and from 7 am to 11 am Sat. Operating hours: 6 am
to 7 pm Mo - Sun.

Initial waste acceptance rate in 2027: 66 tons/day.
Avg. waste acceptance rate throughout landfill's estimated operating life: approximately 66 tons/day.
Landfill will accept Type I municipal solid waste and authorized special wastes.

Waste brought to the landfill facility will be disposed within the waste disposal footprint. Landfill will be
for the disposal of Type I municipal solid waste and authorized special wastes. Brush, metal, white
goods and tires will be separated, stored and disposed offsite at an authorized facility. Public access
to waste fill area will be controlled at the site's entrance. Unloading of waste will be monitored by
facility personnel.

The landfill liner system consists of a 3-foot compacted clay liner in the Pre-Subtitle D area, and either
a 2-foot compacted clay liner or an alternative GCL overlain with a geomembrane and a leachate
collection system within the Subtitle D areas. Additional groundwater and landfill gas monitoring
system will be installed to verify the integrity of the solid waste containment system. Daily cover (6
inches of soil or approved ADC) will be placed on active waste fill area during operating hours to
contain waste and odors. Intermediate cover (12 inches of soil) will be placed on areas that received
waste but remain inactive for longer than 180 days. A final cover system will be placed at the end of
the landfill's operating life.

Windblown waste and litter will be controlled through proper unloading, compaction and cover
placement. Portable litter control fences, orientation of working face relative to the prevailing wind
directions, placement of screening berms, and landscaping will be used to control windblown waste
and litter. Personnel will police landfill site, including fences, access roads, and entrance gate daily to
pick up and return windblown waste and litter to the active working face. Daily cover will be placed on
top of the waste as soon as it is practical on same day waste is placed. Any spills or leaks will be
contained within the affected area and managed in accordance to applicable regulations.


